
RC47 
TERMOREGOLATORE A 2 DISPLAY MULTINGRESSO
TWO DISPLAYS, PROGRAMMABLE INPUT, THERMOREGULATOR

DESCRIZIONE / DESCRIPTION

FAST e SELF-TUNING con calcolo automatico del parametro FUZZY OVERSHOOT CONTROL per la regolazione 

che ottimizza in modo indipendente le prestazioni di regolazione in presenza di perturbazioni del processo e di 

-
mento intermedio, funzione di Soft Start, protezione parametri su vari livelli. multi-ingresso
Si ricorda che, per evitare guasti, lo strumento, se è alimentato in Vac,deve essere galvanicamente separato dal 

-
tion of the FUZZY OVERSHOOT CONTROL parameter for PID control. The PID control has a particular algorithm with TWO DE-

powered from Vac line, to avoid breackdown the instrument must be galvanically separated from other components throgh 
the use of a transformer.

CARATTERISTICHE / FEATURES 
Tensioni disponibili / Supply voltage : 

 
 

+ -10%

DIMENSIONI / DIMENSIONS 
in mm

SCHEMI DI COLLEGAMENTO
WIRING DIAGRAMS

DATI TECNICI / TECHNICAL DATA
POTENZA ASSORBITA / INPUT POWER 

5 VA

PRECISIONE DI FONDOSCALA / FULL SCALE ERROR 
+/ 0.5% fs

TEMPERATURA D’ESERCIZIO / OPERATING TEMPERATURE

PROTEZIONE FRONTALE / FRONT PANEL PROTECTION

CARATTERISTICHE DEL RELÈ / RELAY TECHNICAL DATA

Vita elettrica 1x105 op. 
Electrical life

Vita Meccanica 1x107 op. 
Mechanical life

 
Current rating

Tensione di commutazione  250 Vac 
Voltage rating

STANDARD

ORDER CODE
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Ingressi speciali su richiesta  
Special Inputs on request

Outputs: Relays: Out 1,2 : 8A-AC1, 250VAC / Out 3 : 5A-AC1, 250 VAC
SSR: 8mA/8 VDC
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TC( J-K-S), Pt100, mV  C

TC( J-K-S), PTC - NTC, mV  E

Input 2-20 mA I  

X

Input 0,2-10 V V 




